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PROPOSED STATE STANDARD,
TITLE 8, DIVISION 1, CHAPTER 4

Amend Section 3209 to read:

§3209. Standard Guardrails.
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(c) The following are some acceptable guardrail specifications: other combinations will be
accepted as long as equivalent strength and protection are maintained.
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(3)_Guardrails installed on or before [fill in effective date]. If constructed of structural metal, the
top rails to be angle iron of at least 2-inch by 2-inch by 1/4-inch angles or other metal shapes of
equivalent bending strength; and the single midrail, where permitted, to be iron or steel of at least
2-inch by 2-inch by 1/4-inch angles or other metal shapes of equivalent strength. The posts to be
angle iron of at least 2-inch by 2-inch by 1/4-inch stock, the spacing not to exceed 8 feet. (Fitle

(4) Guardrails installed after [fill in effective date]. If constructed of structural metal, the top
rails to be angle iron of at least 2-inch by 2-inch by 3/8-inch angles or other metal shapes of
equivalent bending strength; and the single midrail, where permitted, to be iron or steel of at least
2-inch by 2-inch by 3/8-inch angles or other metal shapes of equivalent strength. The posts to be
angle iron of at least 2-inch by 2-inch by 3/8-inch stock, the spacing not to exceed 8 feet.
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NOTE: Authority cited: Section 142.3, Labor Code. Reference: Section 142.3, Labor Code; and
Section 18943(c), Health and Safety Code.
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